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Anka
Anka is a luminaire for post mounting. We have developed this luminaire with an asymmetrical reflector giving a wide spread light, see light
distribution diagram below. Anka has a post fixation opening with a diameter of 60mm. The luminaire has an IP66 classification and this guarantees
that it will withstand very demanding conditions.

VERSIONS

Art.No Effect
[W]

Cold Lumen
[lm]

Lumen
Output [lm]

CCT [K] Beam Angle
[°]

Lens Difuser CRI [>] Color Light
Control

Connection

6707-05-1 156 20000 19950 4000 P2 Assymetric 70 Grey None Terminal
6703-05-1 69 9000 8750 4000 P2 Assymetric 70 Grey None Terminal
6705-05-1 91 12000 11675 4000 P2 Assymetric 70 Grey None Terminal
6700-04-1 26,2 3500 3440 4000 R4 Assymetric 70 Grey None Terminal
6701-04-1 54 7000 6500 4000 R4 Assymetric 70 Grey None Terminal
6705-04-1 91 12000 11400 4000 R4 Assymetric 70 Grey None Terminal
6707-04-1 156 20000 19500 4000 R4 Assymetric 70 Grey None Terminal
6703-04-1 69 9000 8550 4000 R4 Assymetric 70 Grey None Terminal
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