Sl

ET4E PRODUCT SHEET
Driver Phasecut 900mA Panel max 45W 25-50V 18i3 Male/EPN0034
Art. no: 0300-26

(NORLUX )

L;?Aﬁm? Solutions

Driver Phasecut 900mA Panel max 45W 25-50V 18i3 M

= Darvrrdrneg LED Ditur
e Cansisr Curremt

Ce D] [=] 2] (&

SPECIFICATIONS
System Power [W]:

Dimming:

CCor CV:

CC [mAl:

CC (forward voltage driver) [VI:
Max output voltage [V]:
Current setting:

System Voltage [V]:
Protection Class:
Dimming Minimum Level :
Dimming Phasecut Type:
Max load pr circuit - B10:
Max load pr circuit - B16:
Max load pr circuit - C10:
Max load pr circuit - C16:
Inrush current Imax [Al:
Inrush current time [ps]:
Manufacture:
Manufacture P/N:
Primary Connection:
Secondary Connection:
Color:

Length:

Height:

Width:

DRMHEINTE

45W

Phase-Cut

cC

900 - mA

25- 50V

60

None

230V 50Hz V

2

1%

Leading / Trailing edge
35

56

74

118

5A

300ps

AcTEC
D90045NT - Driver 900mA cc 45W Phasecut
18i3 male
EPN0034 female
White

166mm

24mm

52mm

Phasecut driver for Panel

Max 45W

900mA

22-40V

Primary side18i3 male connector
Secondary side EPN0034 connector
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