
PRODUCT FAMILY SHEET
X-Flood

X-Flood
X-Flood LED sports light is designed for high mounting application,
such as large soccer field and plazas. This convenient and humanized design enable it fit for different requests in outdoor lighting applications and
minimize glare and control the uniformity. Module could be adjusted vertically and horizontally to get the best light uniformity. 1200W 4000K with
multiple optics options.
Efficiency up to 140lm/W, 160lm/W, more energy saving.
Provided with 20KV Build-in Surge Protection Devices
Excellent anti-corrosion performance.

VERSIONS

Art.No Effect
[W]

Cold Lumen
[lm]

Lumen
Output [lm]

CCT [K] Beam Angle
[°]

Lens Difuser CRI [>] Color Light
Control

Connection

101313-02-2 1200 175200 175200 4000 70 Black None Terminal
101313-04-2 1200 186000 186000 3000 Lens 70 Black None Terminal
101313-08-2 1200 155550 155550 4000 70 Black None Terminal
101313-02-2-d dd 1200 175200 175200 4000 70 Black DALI2 Terminal
101313-08-2-d dd 1200 175200 175200 4000 70 Black DALI2 Terminal
101313-13-2-B
C-ddd

1200 175200 4000 Lens 70 Black DALI2 Terminal

101313-14-2-B
C-ddd

1200 175200 4000 Lens 70 Black DALI2 Terminal

101313-14-2 1200 175200 3000 Lens 70 Black None Terminal
101313-14-2 - ddd 1200 175200 4000 Lens 70 DALI2 Terminal
101313-13-2 1200 175200 4000 Lens 70 Black None Terminal
101313-13-2 - ddd 1200 175200 4000 Lens 70 DALI2 Terminal
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